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Installation guide KIT Ref. Nº

Part No:	 70600002
Rev.:	 04ES 	Instalación kit paneles de madera /  aluminio.

              | WOODEN / ALUMINIUM COVER KIT
76100024 KIT Cover WN MINI
76100025 KIT Cover OAK MINI
76100010 KIT Cover ALUM MINI
76100026 KIT Cover WN 2GR
76100027 KIT Cover OAK 2GR
76100011 KIT Cover ALUM 2GR
76100028 KIT Cover WN 3GR
76100029 KIT Cover OAK 3GR
76100012 KIT Cover ALUM 3GR



1.	 Take the parts out of the box.
2. 	� Prepare a spacious and clean area to work. Screwdriver Philips will be needed.
3. 	 Cup tray fence: Pull up the cup tray fence (A). Once you have pulled it up, set it aside.
4. 	� Machine side panels: Loose the four screws marked (B). Side panels should be removed easily
5.	 Top panel: Loose the two screws marked (C). Push the panel in the arrow direction (C) (horizontally, and then, upwards).
6.	 Rear panel: Turn 90º degrees the metal flexible tab marked (D). Repeat for both sides.
7.	 Loose the two screws marked (E). Rear panel should be removed easily.
8.	 Clean contact surfaces of the machine removed panels with alcohol. (F)
	 *pro tip: once you have cleaned the panels, heat them with a hair dryer or heat gun.
9.	 Place the cover panels in the correct position. Ensure that the parts are aligned on the top. (G)
10.	Make pressure on the cover panels for 30 minutes. Be careful not to scratch them. (H)
11.	Assembly the panels (reverse steps from 7 to 3). (I)

1. Sacar todas las piezas de la caja.
2. Preparar un amplio y limpio espacio de trabajo. Será necesario un destornillador de estrella.
3. Tirar hacia arriba de la valla de bandeja de tazas. Una vez quitada, apartar (A).
4. Aflojar los 4 tornillos de los paneles laterales de la máquina señalados (B). Retirar los paneles laterales.
5. Desaflojar los 2 tornillos marcados del panel superior (C). Empujar el panel en la dirección de las flechas (C) (horizontalmente 	
    y luego hacia arriba).
6. Mover 90 grados el pin marcado (D). Repetir en ambos lados.
7. Aflojar los dos tornillos marcados (E). El panel trasero de la máquina debe retirarse facilmente.
8. Limpiar con alcohol las superficies de contacto del panel que se ha quitado de la máquina (F).
    *consejo profesional: una vez los hayas limpiado, calienta los paneles con un secador.
9. Colocar los paneles en correcta posición asegurándose que están alineados (G).
10. Presiona los paneles durante 30 minutos. Cuidado, no arañar el panel (H).
11. Montar los paneles. Pasos al revés del 7 al 3 (I).
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